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@ Prisemi POV9000SCI
Over-voltage Protection Thyristor

» Excellent capability of absorbing transient surge

» Quick response to surge voltage (nS Level)
» Eliminates overvoltage caused by fast rising transients
» Moisture sensitivity level: Level 1 1

» Non degenerative

2
» Bi-directional. SMB

Applications Information Pin1 o—%—o Pin2

» Power/Ethernet

Circuit Diagram

Thermal Considerations

Operating Junction Temperature Range T, -40~+150 °C

Storage Temperature Range Tg -55~+150 °C

Part Number and Electrical Parameter(Absolute maximum ratings measured at T,=25°C RH=45%-75% (unless otherwise noted).)

POV9000SCI 5 850 1200 800 4 2.2 5 35

Note
1. Vsis measured at 100KV/S
2. Off-state Capacitance is measured at V=2V, Vgys=1V, f=1MHz
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POV9000SCl

Over-voltage Protection Thyristor

Surge Ratings

8/20us 5/320us*
1.2/50us 10/700ps*
400A 150A

Peak pulse current rating (IPP) is repetitive and guaranteed for the life of the product;

-DOIT only makes the test for 5/320 pys@150A* (10/700 us@6KV), but for other IPP value derived from experience is just for reference only. DOIT will not take any
obligation for these parameters, so before applying our parts, please make sure to verify the parameters listed in the above table.

Product Dimension (SMB)

E H®A)
{ } T < [I\ fl o
Q ‘Q L)1
! ! E: ! =[v@[al
A 2.10 2.75 0.083 0.108
E 4.05 4.90 0.159 0.193
D 3.30 3.94 0.130 0.155
E; 5.08 5.70 0.200 0.224
A, - 0.30 - 0.012
L 0.76 1.52 0.030 0.060
C 0.00 0.40 0.000 0.016
b 1.80 2.20 0.071 0.087
5.8 |
15 | 28 g
Vl‘ L
2.3
Unit: mm
Suggested PCB Layout
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Over-voltage Protection Thyristor POV9000SCI

Ordering information

3000 / Tape & Reel

SMB 13"

Ordering information

USER DIRECTION OF FEED >

4.00£0.20 91.55£0.10 2.00£0.20
.

ﬁ
Y 0 A o o o

, 8.00+0.20
/— Pin1

f.—

1.75+£0.20

@

5.50+0.10

12.00+0.30

D

Unit:mm

Ordering information

. QOSCS . 90SCS :Device Code
Pin1 Pin2 XXXX :Traceability Code
XXXX
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Over-voltage Protection Thyristor POV9000SCI

IMPORTANT NOTICE

@ and Prisemi are registered trademarks of Prisemi Electronics Co., Ltd (Prisemi),
Prisemi reserves the right to make changes without further notice to any products herein.
Prisemi makes no warranty, representation or guarantee regarding the suitability of its
products for any particular purpose, nor does Prisemi assume any liability arising out of the
application or use of any product or circuit, and specifically disclaims any and all liability,
including without limitation special, consequential or incidental damages. “Typical’
parameters which may be provided in Prisemi data sheets and/or specifications can and do
vary in different applications and actual performance may vary over time. All operating
parameters, including “Typicals” must be validated for each customer application by
customer’s technical experts. Prisemi does not convey any license under its patent rights
nor the rights of others. The products listed in this document are designed to be used with
ordinary electronic equipment or devices, Should you intend to use these products with
equipment or devices which require an extremely high level of reliability and the
malfunction of with would directly endanger human life (such as medical instruments,
aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety devices),
please be sure to consult with our sales representative in advance.

Website: http://www.prisemi.com

For additional information, please contact your local Sales Representative.
. ©Copyright 2009, Prisemi Electronics

@ Prisemi is a registered trademark of Prisemi Electronics.

All rights are reserved.
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